Y 7 4 RELEASE INFORMATION

Project name | Project No
H’”s Anybus Configuration Manager - Communicator CAN 7414

Software [ Software version and build | Release date
ll PC Application Version 1.1.1.5 2011-09-30

This release contains:

e This document
e Checklist Software Release
o Install file “ACM Communicator CAN Setup 1.1.1.5.exe”

Known limitations/bugs:

e Warning on address collision on CC-Link system area should be error.
e Application doesn’t indicate offline if it fails to download a configuration.

e Help text for ‘Action’ says ‘Module Reset’ instead of ‘Action’.

Updated between version 1.0.1.11 and 1.1.1.5:

e New fieldbuses; CC-Link, ControlNet, EtherCAT, Modbus RTU, Modbus TCP, PROFINET IRT.
¢ Send configuration to gateway through Ethernet (UCOM).

e Project Summary displays the configuration setup in a web browser.

e Project Information added to set name, author, version and info for the configuration.

o EtherNet/IP fieldbus have Addressing Mode and Connection Timeout.

o EtherNet/IP fieldbus have I/0 match parameter.

e Upload/Download password placed in Tools menu.

¢ Diagnostics logs are saved as CSV-format.

e One CAN Frame is automatically added when creating a transaction.

e Logs are saved in Windows per user instead of shared for all users.

o CAN Line Listener support both 11 and 29-bit messages at the same time.

e Bug fix: Node Guarding is called Life Guarding

e Bug fix: Data in the CAN Line Listener is no longer cut when zero character is shown.

e Bug fix: Data in the CAN Line Listener is only shown when there is no RTR-bit set.

e Bug fix: Cancel in Options won’t save the settings.

e Bug fix: Copy, Cut, Paste text with CTRL+C/X/V works in edit fields.

e Bug fix: Scroll works in application even after switching back and forth between other windows.

e Bug fix: Selecting a Recent File will ask the user if the current configuration will be saved.
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